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InstallatioManual
                                                                                                         I、Usage tool：
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spirit level 
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 II、Spare parts list：

1.Handle: 2 sets,           2.M4×35 Stud-Screw 8 pcs/M5×35 Stud-Screw 6 pcs         
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3. Wall plug 6 pcs,       5.M4×12 Stud-Screw 6 pcs       4. Fixed glass 2 pcs,  
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6. Upper and bottom orbit: 2 pcs,     7. Magnetic stripe: 2 pcs,         8. Moving glass(door): 2pcs,    
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[image: image17.wmf]9. Water proof: 4 pcs,                       10. Upper and bottom rollers: 8 pcs,              
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11. Sealant,         12. Vertical profile: 2 pcs,       13.Wall profile: 2 pcs,            
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14. Cover for orbits: 2×2 pcs for each                  15. Base tray: 1pc
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III、 Please check the quantity and quality of square parts before install, if you have any inquiry about it please contact our company or dealer without any hesitate, you will get satisfied reply soon！   

IV、Installation Process：

1．Put the base tray against the wall and adjust it to plane,，then put the wall profiles onto the wall（the distance of them should be 970mm）and adjust them to vertical to the floor, then drill the holes with ф6—8mm driller，put the wall plugs inside the holes. Then fix the wall profiles tightly with M5×30 Stud-Screws, as the below pictures:
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Picture 1
          Picture 2
2． Insert the fixed glass into the upper and bottom orbits, fix the vertical profile for fixed glass(with plastic cover) together with the orbit tightly. This process suits for both sides. Insert the vertical profile for the fixed glass into the wall profiles, drill the holes with 3.2 driller on the superimposed profiles, then fix them tightly with M4×12 Stud-Screws, put the covers on the Stud-Screws. Fill the sealants into the vertical profiles for fixed glass with small wood block(should be flat on surface)。
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                                     Picture 3
3． Install the upper and bottom rollers on the moving glasses（the two piece should be symmetrical）, install the waterproofs and the magnetic stripes on the moving glasses（the magnetic stripes should be at the side with handle）. Install the  handles symmetrically, then hang the moving glasses onto the top orbit, press the bottom spring roller to the right position, then adjust the height of the bottom spring rollers, till smooth and balanceable.
4． After the installation, all side of glass door should be silicone。

5． Please clear the frame by neutral purification after 8 hours。

V、Please push the door slightly,don’t scratch the frame by strong and sharp material to avoid 
[image: image28.wmf]damaging fittings。

Picture 4
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